
Alarm Prewire:
(3) Keypad Locations: Front Door, Master Bed & Garage Entry

Prewire & Contact All Accessible Operable Doors

Incoming Services:
(1) (2) Cat6, (1) RG6, (1) 16/2

AT&T Fiber Conduit 
From

Demarcation to Panel

ALL ITEMS H/R TO
RACK IN PANEL 

CLOSET

Structured Wiring Panel/HR

Single Cat6

Universal TV Combo (1 Cat6 & 1 RG6)

Multimedia (2 Cat6 & 1 RG6)

TV Conduit

Room to Panel 1.5” Conduit

Camera Wires (1 Cat6)

Projector 1.5” Conduit

Pair of In-Ceiling Stereo Wires
HR to Panel

Pair of In-Wall Stereo Wires
HR to Panel

5.1 In-Wall Surround Sound Wires
HR to Panel

Speaker Ring for All 
Speaker Locations–

Line Up Speaker Wires 
to Lights

Volume Controls Blind
Wire w/ Continuous 

Loop

Bridgeland 50s
18815 Copper Breaks Park

WAP 
Prep

WAP 
Prep

MM Standard Outlet Height, Room 
to Room Conduit & TV Conduit 

Raised to  66” AFF **110v Outlet

**Dedicated 
110v Outlet 

Required


